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100W PSU/Charger for use with batteries

Uninterruptible DC Power Supply | I
& battery management system -
batteries supplied separately

¢ 24 Month Warranty

‘ Microprocessor controlled ‘

* %

RN 0D )

SPECIFICATIONS All specifications are typical at nominal input, full load and at 20°C unless otherwise stated.

#'# 01 No-Break8 %9 0

- " 1o

3 - See Model Table for default settings.
4 180V - 264VAC 45-65Hz or 200 - 375V DC " (25% & 50% settings available on request)
4 88V - 132VAC 45-65Hz or 110-180VDC 1 ; Battery reverse connection will open internal
fuse (and produce alarm)
- 2> Detects for presence of battery after 1 min-
% 5 . AC input fuse ute on start up, then every 60 minutes when
DC battery output fuse charge current < 200mA
3.5KVAC 1 min. input / output #' oz Electronic Circuit Breaker operates under the
1KV DC input / earth following conditions:
$ battery discharged ELVD (electronic low voltage disconnect)
# >85% activates when battery voltage drops to
<30A, 1.8ms 1.67V/cell (adjustable) - auto reset
$ overload Allows ~150% load from battery without
. 100W continuous (0 - 50°C) acting,
- short circuit Operates within 300ms for total load > 600%
3 13.8V, 27.6V, 41.4V, 55.2V Acts within 2ms, backed up by fuse
Other voltages by request.
# Green: Power OK
3 & 85 - 105% of Vout Green: Battery OK
0 7 Temperature sensor on 1.7m lead with ad- «  Power OK (Mains/PSU fail)
hesive pad: -4mV /°C/cell +10% « Battery System OK - alarms when bat-
" Output current limit set at rated FLC tery voltage low (on mains fail) , battery
missing, battery circuit wiring faulty, BCT
1 <0.04% over AC input range fail
" 1 <0.5% open circuit to 100% load e 1 C - NO - NC full changeover rated 1A /50V
DC, 32VAC
<0.3%
0 200mV over / undershoot,
load step 20-100%, 400us settling time
0 R Automatic current de-rating if >50°C. Self-
resetting (see Operating Temperature) -/
15 - 20 ms (nom. - max. Vin) without IEC320 input socket (similar to PCs etc.)
battery Plug-in style socket & mating screw terminal
block: (max. wire 2.5mm?/ way)
Plug in screw terminal block
"0 1 # Zinc plated steel / powder coated lid
#2 to CISPR 22 / EN55022 class A Natural Convection
- to IEC950 / EN60950 / AS/NZS3260 0.95 Kg
Specifications are subject to change without notice due to continual product improvement. No liability accepted for errors or omissions. 26
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2,11 B* 9 1 *1  to allow for adequate

2 e 3 " B< - charging current
(Load & Charger) . ) N ) + -g-
i *2 25% & 50% settings

- 1*)) *< 13.8V 6.0A 7.5A 7.5A available on request
) <C 27.6V 3.0A 3.7A 3.7A
RIS DE 41.4V 1.9A 2.4A 2.4A
RISy CF 55.2V 1.5A 1.9A 1.9A
2 90 ; #0 ""5 2# *© - # 31 2# 0

0 - 50 °C ambient at full load
De-rate linearly >50 °C to no load @ 70 °C

- -10 to 85 °C ambient

0 - 95% relative humidity non-condensing

#7" 1#" Q. "#

Mounting Feet together with screws

AC power cord Standard 1.5m lead with IEC320 socket / local plug
DC connector with mating screw-terminal plug

Alarm connector with mating screw-terminal plug

*?1 12 2U sub rack available, f "1$12<9
Optional V/I meter, b = 1$2#0#1

2 # PSU may be fitted into enclosure with MCBs
and terminals, g "# $71

B 1 Use 15A output diode assembly, ]
A_*>

: 0 Available as an option, please specify
+z O- duration, interval & any other special require-
ments when ordering.

1 Monitoring of PSU status & output parame-
ters using, eg, a RS232 link - available to
special design. Please contact our sales
office for further information.

2 #" > "#'# 0 10

"1*)) *<0=:§ :>

I Version no.

230V AC = blank
Input voltage 110VAC =G
110vDC =J
Denotes Phoenix combicon plug-in terminal block _5
3
Temperature Compensation: Yes=T No =blank =
>

DC output: Nominal battery voltage: 12, 24, 36, 48

. 1S09001
Function: C = No-Break™ 1 = No-Break™ + interface Certified
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